
CH 800 S / CH 700 S / CH 650 S

The Connection
to Perfect Sound.



CH 800 S / CH 700 S / CH 650 S
Headphone amplifiers require good teamwork and 
the perfect connection. Thanks to their four pin 
plug, the CH 650 S, CH 700 S and CH 800 S high-end 
cables are optimally tuned to the fully symmetrical 
principle of the new Sennheiser HDVD 800 and  
HDVA 600 headphone amplifiers and allow for  
precise signal transmission with practically no  
distortion and without sound wave superposition. 

   It is particularly suitable for HD 800, HD 700  
and HD 650. 

   High-quality materials such as oxygen-free 
copper cables and gold-plated contacts ensure 
the best possible sound quality. 

   Silver coating on the CH 700 and CH 800  
versions further minimizes resistance during 
sound transmission.

   Developed, designed and manufactured in 
Germany.
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EAN 4044155082326 4044155082319 4044155082289
UPC 615104234468 615104234451 615104234420
Article no 505636 505635 505634
Number of Leads 4 4 4
Lead material Silver Plated Copper (OFC) Silver Plated Copper (OFC) Copper (OFC)
Shielding yes yes -
Stranding Technology Two Double Twisted Pairs Two Twisted Pairs Two Straight Pairs
Cable lenght 3 m 3 m 3 m
Plugs 4pole XLR / 2 ODU Connectors 4pole XLR / 2 2.5 mm Jacks 4pole XLR / 2 Mini Plugs
Weight 130 g 125 g 95 g
Contents of delivery High End Headphone Cable High End Headphone Cable High End Headphone Cable
Packaging

Packaging type Coloured carton box with foam insert
Dimensions product packaging  
(L x W x H)

220 x 125 x 60 mm

Weight of the cable and packaging 255 g 285 g 290 g
Dimensions of outer master carton  
(L x W x H)

340 x 275 x 260 mm

Number of products per outer 
master carton

10

Total weight of outer master  
carton and products

3,360 g 3,660 g 3,710 g

Languages on packaging German, English and French

CH 800 S CH 700 S CH 650 S

Technical Data


